Title 410 - NEBRASKA DEPARTMENT OF ROADS - RIGHT OF WAY DIVISION

Chapter 7 - The Accommodation of Mallboxes and Newspaper Delivery Boxes and Support Posts on
Mighway Rights-of-Way

001  MAILBOXES, NEWSPAPER DELIVERY BOXES (HEREAFTER REFERRED TO AS MAILBOXES) LOCATED
UPON STATE HIGHWAY RIGHT-OF-WAY THAT DO NOT CONFORM TO THE PROVISIONS OF THIS RULE
AND REGULATION, MUST BE REMOVED FROM STATE HIGHWAY RIGHT-OF-WAY AS HEREINAFTER
PROVIDED.

002 A MAILBOX AND SUPPORT POST THAT CONFORM TO THE CRITERIA HEREAFTER SET FORTH WILL
BE CONSIDERED ACCEPTABLE, UNLESS IT INTERFERES WITH THE SAFETY OF THE TRAVELING PUBLIC
OR THE FUNCTION, MAINTENANCE OR OPERATION OF THE HIGHWAY SYSTEM.

003 LOCATION
003.01 No mailbox wil! be permitied on the Nebraska Interstate System.
003.02 Mailboxes shall be located so that they are on the right-hand side of the roadway as detarmined
by the direction of travel as designated by the local postmaster for each delivery route. On one-way streets,
mailboxes may be on the left side if designated by the local postmaster.

003.03 Maihoxes shall be located outside the shoulder line on roadways without curbs so that the roadside
tace of the mailbox does not extend beyond the shoutder line of the highway.,

003.04 Mailboxes shall be located back of the curb on roadways with curbs so that the roadside face
of the mailbox does not exiend beyend the back of the curb line of the highway.

003.05 The mallbox suppors shall be no closer than one toot outside the shoulder line or back of the
curb line on any highway.

003.06 Where a mailbox is located at a driveway, it shall be placed on the far side of the driveway as
determined by the direction of travel designated by the local postmaster tor each delivery route.

004 STRUCTURE

004.01 Mailboxes shall be of light sheet metal or plastic construction, conforming to the requirements of
the United States Postal Service Standard No. 7, which requirements are attached to and made pant of
this rule and regulation as Exhibit 2 Newspaper delivery boxes shall be of sheet metal, or plastic construction
of a minimum dimension suitable for holding a newspaper.

004.02 No more than two mailboxes may be mounted on a suppon structure, unless the support structure
and mailbox arrangement have been shown to be safe by crash tests condutted by the Texas Trangportation
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Institute, the Southwast Research Institute ar the University of Nebraska College of Civil Engineering. However,
newspaper boxes may be mounted below the mailbox on the side of the mailbox support. The front of
the newspaper box shall_ not extend beyond the front of the mailbox.

004.03 Mailbox supports sha!l not be set in concrete.
004.04 Mailboxes must be mounted upon a breakaway post conforming to the following:

004.04A A breakaway 2-piece post, with a weight no greater than two pounds per foot and embedded
no more than 3 feet 6 inches into the ground will be acceptable as a malibox support

004.04B Breakaway mailbox support posts shall conform to the design shown on Exhibits 1A and
1B attached hereto, except such support posts which have been tested by the Texas Transportation
institute, the Southwest Research Institute or the University of Nebraska College of Civil Engineering
and are certified by that authority to be breakaway posts shall be accepiable as mailbox supports.

004.05 The post-to-box attachment shall conform to the requirements of Exhib#ts 1A and 1B or those tested
and ef approved by the Texas Transportation Institute, the Southwast Research institute or the University of
Nebraska College of Civil Engineering.

004.06 Conforming metal posts and attachments will be available at the Nebraska Department of Roads’
Maintenance Office at no cost to the mailbox owner.

004.07 Wren multiple mailbox supports are required, the minimum spacing between the centar of the mailbox
supports shall be 36 inchas.

REMOVAL OF NONCONFORMING OR UNSAFE MAILBOXES AND SUPPORT POSTS
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005.01 Nonconforming mailboxes located on highways being reconstructed by the Nebraska Depanment
of Roads, or located within areas designated as “Mailbox Satety Project Areas” by the Nebraska Depanment
of Roads, must be removed. Upon the removal of such mailboxes, the Nebraska Department of Roads,
at its expense, will provide and install mailbox supports and attachments that conform to the requirements
of this rule and regulation. Mailboxes will not be provided by the Nebraska Department of Roads.

005.02 NOTICE: Mailbox owners and the iocal pastmastar will be notified 20 days in advance of the date
that existing mailboxes must be removed. Mailboxes not removed within the 20-day notice period will be

removed and disposed of by the Nebraska Department of Roads.
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006__ MAINTENANCE OF MAILBOXES INSTALLED PURSUANT TO THIS RULE AND REGULATION

006.01 The mailbox owner shall bear the cost of maintaining his/her mailbox and the department’'s mailbox
support Repair parts for the satety mailbox support may be obtained from the Nebraska Department of
Roads’ Maintenance Office at no cost to the mailbox owner.

008.02 Mailbox owners with mallboxes located on the State Highway System wishing to install the Nebraska
Department of Roads safety mailbox support prior to either a highway construction project or a mailbox
safety project, may obiain a mailbox support at the Department of Roads’ Maintenance Superintendent
Headquartars at no cost Recipients of such mailbox supports must sign a certificate stating that the support
will be installed on the State Highway System pursuant to these Rules and Regulations.

006.03 Mailbox owners wishing to locate mailboxes on State Highway Right-of-Way in areas in which
mailboxes have been replaced pursuant to Section 005.01, may obtain a mailbox support at the Department
of Roads’ Maintenance Office at no cost. The cost of the mailbox will be bome by the mailbox owner.

ANNOTATION
Title 410 . Ensbiing Legislation
Chapter 7 39-699
Chapter 39, Article 10
Neb. Rev. Stat.
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EXHIBIT 2 ' : ' ;
USPS.8TD.?
October 1988
Supersedes USPS.STD.1b(R)
Dated Mareh 23, 1972
Supersedes USPS.STD.2b(N)
Dated March 21, 1972
Supecsedes USPS-STD.7
Dated Pebruaty 1974
U.S. POSTAL SERVICE STANDARD
BOXES, RURAL MAIL .
1. SCOPE AND CLASSIPICATION |
1.1 SSope - This standara covers cural mallborxes.
1.2 Classlficaction - The rucal mailboxes shall be of the following “yres
and sizes: -
iybs [ - Box, Standard, Rural Mail
Slze 1 - See Draving RD.4, Prolect 31730-0110
Size 1A - See Drawing RD-S, Project 3730-0310
Size 2 - See Draviag RD-§, Project 1730-0110
Irpe [] - Box. Contemporary. Rural Mail
Minimum Paccel Minimua Unrestgicted
Size Acceptable Opening in Front
Slze C) - S'zC'xxi-llz' 49 »8gq. in.
Size ClA - g "E7°%219-1/2" 4% sq. in.
size C2 - #*xll-1/2"%22-1/2" 130 8q. in.
2. APPLICABRLE DOCUMENTS
2.1 - The tollowing documents of the latest
lssue form a pact of this atandard.
speciticacions
MIL-T-TO4 - Treatment and PFalating of Materials
MIL-W-08604 - Welding, Alumisum Alloys. Process foc
-« telding., Metal Are and Gas, Steels,

MIL-W-961l1 ]
. Corrosion anéd Heat-Resistance Alloys:
Process for

- ®
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MIL-A-B42% - Anodic Coating, for Aluminum and
Aluminume alloys
MIL-W=-52%2 - Welding Regletance, Aluminum, Magnesiua,
. Non-Hatdening Steels or Alloys, Haat-
Resisting Alleys, Titanium Alloys., Spot
and Sean :
2tandazds
Milictacy

"MIL-STD-171 - Finisning of Metal and Wood Sucfaces
Federal ‘ '

Federal Standard %98
Federal Test Method Standacd 141, Method 6191
Fedezal Test Method Standacd 151, Method 81ll.1

fApplication for copies of specifications and standacds 2ay be cbtained
fromr the Commanding Officer, Naval Supply Depot. %801 Tabor Avenue,
Philadelpnia, Pennsylvania. 19120, Attentlon Code: CDS.)

other Documents

AWS Cl.1 Reconmended Practice for Resistance Welding
AWS Cl.2 HRecomaended Practice for Spot Welding
AWS C2.0 Standard Welding Symbols

(Application for coples of American Welding Soclety publicacions may be
obtained trom the ANWS at 2501 N.W, 7th Street, Miami, Flocida. 3312%.)

3. REQUIREMENTS
3.1 general Design
3.1.1 TYpe [ - The generzal contiguration of the box shall confora

to USPS Drawing RD-4, BRD-S, and RD-&. Minor design ané¢ comstructien
changes will be considered for approval, provided they are equal ¢ ot
better than the featurss they raplace, and provided the opecation ot

the box is not alceced.

form
3.1, Ivpe 11 - The genecal contigucation of the box shall con

to U:Ps collection and delivery operzations and cequicenments, and
reflect the proper postal lmage. Designs of the contemporacy tufll
mailboxes are not restcicted to ehape, material, finiah or style;
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UsPS-STD-7

however, boxes shall be designed and made s0 that they 22y be sarviced
in the same manner as the standard rural mailbox. The box shall be
Ctee from harmful projecticns, sharp edges, hindrances te cacciers and
ihall positively protect mail fzom the weather. All seans and Jotnes
shall be tight to prevent the loss or damage to mail oz mail iteas
placed in the box. : '

The bottom of the bex shall be corrugated, cibbed eor otherwise formad
to prevant mail from adhering to it as & result of raia or snov
+ntering theu an open door. Provisions shall be incorpocated to
Prevent damage of destruction of tinishes by moving pacte of the box.

1.2 Matezials

1.2.1 Iype 1 and Tvpe 11 - Terrous or non-fectous metals, wood,
slascies, or other matecials may be used. The thiekness. form,
nechanical properties and chemical propercties shall be adequate to nest
the opecratienal, stzuctuszal and pecformance tequitemants as eset forth
la this standard, Matecials used sust be compatible with each othez
and nen-toxic and non-itritacting te husans.

1.3 Cazzlec Service Doog

3.3.1 Ixnng_‘ng_Izgg_Ll - The carrcler sarvice door must opetate
treely by pulling outwacd on a coanvenient handle, knob or ring located
3t the top or side of the door. The handle, knob or ring shalil have
adequate tleacance to permit grabbing and pulling it with one hand to
open the doot. The design of the dcor, hinges. handles, etc.. shall
5S¢ such as to offer maximus protection againet freeting raln, sleet or
inov and freezing weather. Doot catches shall hold the door cloded,
Sut allow esasy copening and clesing eof the dooc. Action of the lateh
shall be a pesitive mechanical one not relying solsly on frictlen of
Parts. Permanent magnetic catches are acceptadle ptovided adeguate
rlosure power is obtained and maintained. The door shall, once opened,
cemzin open until the cacrier pushes it closed. Deors or any doot
jttachuents that teduce the usable ares withia the box are not

4cteptables.

3.4 Auxillacy Doors

3.4.1 Ires i 4nd Type 11 - Doors other than the cacciec lltVlC;.
door shall not lAtecfera with the notmal servicing of the box bY il
catcier or require the cacrier to perform any opetation not no:u::ezll
used. The auxiliary door shall not come open vhen newspapecs. P

or other mall items are inserted thru the cagrcier doocr.
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3.8 kegking Provisjon

1.8.1 Irpe 1 and Ivpe 1! ~ The box shall be provided with an
effective neans of locking it against theft of mall. Loeking
provisions must de designed for key operation snd may consist of a
built-in lock ot a peovision for loecking the box with a padloek.
Built-in locks msust be reliable, made from corrosion rtesistant
mateciale and cesiscant to ffeezing. Keys RuUSt be gtrong and be
cemovable in both the locked and uynlocked positions. The lock keyvay
shall be in cthe vertical position te give visual indication vhen it is
locked and in a position other than vertical when unlocked. Unlocking
shall be accomplished by turning the kKey clockvise not mote than
one-hundred and thirty-tive (13%) degrees. Padlocking ptovisions shall
place the padleck in s position convenient to the cacziez. A padlock
is not reguized to be furnished wich the box.

2.6 Sacciec Signal Flag

3.6.1 Ivpe I -~ The carcier signal flag shall be as shown on the
drawvings. The flag shall be located on the cight side neaz the front
{vhen faclng the box froam the froat). The Llag opecating msechaniss
shall opecate properly and positively, without binding or excassive
tcee play. The operating mechaniem shall net requize lubrication,

. thall not bind, and shall be resistant to freeze-up in the vinter. The
flag should be in & locked point in beth the vertical and hotizental
posicion and should not be fiee Lo rotats three-hundred and sixty (360)

degress.
1.6.2 %zg;_]l - The catrier signal flag may be of a contempqtary
design unlikely that used on the Type ! bex and shall cperate fresly.

The f£1a29 shall be located on the right side near the front (when facing
the bex from the front). The flag staff centefline shall be neo tarthet
back from the foremost projection of the bax (excluding protruding
catch hardware) than four (4) inches. When the flag is in the caised
position, not less than e¢lx (8) equare inches of the signal portion
shall be visible above the top eof the box and the flag shall project
not less than twe (2) lanches above the top of the box. The flag should
be in & locked point in beth the vertical and horizontal pesitiocn and
should net be £res to rotate three-hundred and aizty (J40) deqgrees.

The signal portion of the flag shall de in & plane pecpendicular to the
thoroughtaze on which the box is located. The center of the signal
poction of the flag shall be located betveen two (2) and four (4)
inches back from the front of the box in the ralsed position. No
poretion of the flag shall extend beyond the top outline of the boX when
the f1ag i¢ in the lowered positlon. The flag operating mechanism
shall opecate preperly and positively, without biading or axcessive .
tree play. The cperatiang mechanisa shall not requize tubzication. an

shall offer maximum protection against freszing.

® o .
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1.7 Macking

3.7.1 . Ivpe I _and Tvpe I1l - The box shall hsve che followiag
ingeription on the door (after apptoval) "U.S. MAIL" and "approved by
the Postmastar Genecal.” The name of the supplier and the month and ’
vear of manufactuce shall also be noted on the box on the Ceat er o2 an
inside vall of the box. This mackiag¢ =2y de acconpllehed by emboseing.
stencilling., stamping or permanent type decal. The address of the
suppliecrs may bs included.

3.6 Gosctng and Finlshes

3.0.1 :xgg_{_ln&_ngg_+§ - Cholce of materials for coatings and
tinishes is optional, provided all requizements of this etandacd ace
met. All finish coatings shall be free trom flaking. peeling. cracks,
crazing, blushing and powdecy surfaces. Pinishes shall be compatible
with the box materciale, and can be prepacted by primers or othet
protective procedures. Mirror-like finishes and coatings on lacge flat
ateas, vnich might cause reflected glare in motorists’ eyes {tom the
sun or vehicle lights will mot be appcoved.

1.9 gelox

1.9.1 *zgg_;_lnﬂ_zxgg_ll_]gggl - Celar of the box, is genecal., li
optional with the manufacturer. Colors and color schemes shall.

however, be dignifled and must be of a hue, saturation, and brilllance
which ofter sufflcient contrast with normal surtoundings to allow sasy
observation by catclers asnd persons uysing the thocoughfare.

1.9.2 Type I a0d Type II Capriec Signal Plags - The signal pection
of the carciet signal (lag shall be ted in coloz. The red shall
closaly msteh color No. 11103 of Federal Standacd 3%9% ar Irternational
Jmd. High-visidility (fluorescant) coatings and cefleccive coatings
aatching the requiced colot may be turnished. Colors ecther than ted
“ill not be considered for approval. Red color shall not be used on
any other portion of the box which amight be confused with the signal

tlag.
3.10 Mounting Provisions

3.10.1 %xgg 1 and Type Il - The box shall be prtovided with means
tor coavenient mounting. Types of mounting such as to & metal post
ar stand may be offered by the aanufacturer as an accessoty. uot
pact of the sounting otovtllonl shall project beyond ths front o

the mounted box. Mounting provisiens shall aot cequice the
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use of tools other than a hammer, screwdfiver Of common wzench unless
such epecial tools are furnished with the box of accessory.

3.11 Instcucsions

31.11.1 Ixn;_l;gngTngg_ll - A complete seot of lnstructlons for
sssembling and mounting the box and for properly locating it oo the
cthoroughface shall be furnlshed with each box.

Tastructions shall include a notice that the customer must contact the
local poetmaster for proper height of the box. The itnstruction sheet
shall carey a notice that the box meets all tequirements of this
standard. .

3.12 Nerkmynehip

J.12.1 Ivee 1 and Jype 1] - Workmanship shall be of highest qualiry
throughout. All pacts shall be clean, stcaight, aceucately formed and
assembled, of proper fit, and unifora in size and ghape. Parts shall
be free Ctom delaminatlions, cracks, wacrpagse, bulges, kinks, dents,
pocosity, volds, lumps, foreign matter, non-homogeneity and ethat
defects. Finished or coated surfaces shall be smooth and unifoca: and
ttee from soft arteas. stains, chips, foreign matter, color variations,

. lumps, cuns, sags. cracks, and craring. Seamns and coanections shall be
tight. Welding. civeting, and other joining ehall be done in a neat
and approved mannetr. The box shall be free -from sharp edges, sharp
corners, protruding civets and parts. and coperational features which
might {injuce or hamper the carcier or customer. All wooden material
subject to delamination., warpage or weather cracking shall be treated
with a4 waterptoofing compound.

3.13 Opezational. Stryctucal and Pecformance Requirements

3.13.1  Type I and Tvpe I Operationa]l Requifements - Carrier service
doors, auxilliaty doocrs, door catches and mechanisms, cacrier signal
flags, &nd accessocy devices shall be capadle of operating 7.500 norma)
vperating cycles without breakage of patts and without falluce to
opecLate corcectly and poslitively.

1.13.2 Ivpe I and Ivpe 11 - Bance eme
Refer to attached Drawing ®#1 for explanation of load position method of
application and bolater plates teceived tor applying loads. n:b ard in
positions 1 thru 4, the box shall be supported on a horlzontal bodr

s normal fashien., At position % the load shall be appllied with :n.d
unsounted (without board or adapters) box lying on it'e opposite side.

. 179
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UsSPS-3TD-7

{mmediately atter release of the slovly applied load in each positien.
Fecmanent deformazion of the box in the load dicectien shall not exceed
the permaneant deformatlion lndicated for the loads shown on Table [. No
ccacks in the material shall develop ae a result of the load or =ause
the door to bacome lpoperable. At position six (¢). the fla¢ shall be
capable otf withstanding an eight (8) pound load applied at the top of
the flag without exceeding pecmanent deformation specified in Table I.

TARLE !
Permanent Deformation Limics
Pogition Dctornatl:?i 1aches Load.ogoundn

1 P4

2 l‘l.ll 200

b 1/8 50

4 .1/78 $0

S 1 ¥4 ) 100

4

170 [ ]
3.14 ceazling Abrasion Test |

3.14.1 Ivpe 1 304 Type II - The coating of all boxes tormed {rom
ferrous metal of other material subject to corcosion” shall meet the
abgasive sand test specified herelin. BNoxes formed froa
cocetoslon-resigcant alleys of aluminum, "etainless” etesl, and ochec
corrosion-resistant materials which are not palnted of otherwige coated
with a mateclal subject to coczeslon are exempt from this test. The
test is an abcasive sand test ip accordance with Federal Test Method
Standacd 141, Method 191, rate of flow of two liters of sand ln_zz
plus-cr-minus one second. Not lese than 1% liters of sand shall de
requized to penetrate painted coatings. Net less than 75 liters #shall
be rtequired to penetcate plating or other protactive coatings. Net
less than a total of 178 liters shall be cequized to exposs an 3ced ot
1/4 squaze inch of corrtodible dase material.

3.18 salt-Socay Resistance

3.15.1 Ivpe 1 and Type II - The box wlil be ou:joctodttz a salt-
SOtAY tesSt. The test shall be conductad in sccofdancs v

r:doial Test Method Standard 131, Method 8l1.1, using a § peccent
saline solution. Test machine opersation is oa an intermittent "
basis of 8 hours in opecation and 14 hours shut off. The box shall
be in the finished condition., imcluding all protective conttnqnn .
and paiat, but must be washed te temove all oll, grease, and :t ]
non-pecmanent coatings., No part of the box shall show corrosion .
(such as rLust on stesl box) ot othet dssttuctive teactlon prior T
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50 houts exposute (exposure time 1g dased on time machine ls g
operation only: <~off" time does not apply). Any accumulation ef salt
deposits upon surfaces tested will not be cause for box rLejection.

*“Corrosion." as used in this standard, means any form of property
change due to ambient conditions which seciously detracts from the
appeacance oz function of the box such as rust, obvieus color changes.
pecfocation, accelerated erosion, and édisintegration. : :

3.16 Llammabilicy

J.16.1 I!!l_lrlnﬂ_I!!!_ll - Materials whieh will suppoct rapléd
combustion or which ace of an explosive nature shall not be used.
3.17 Ambient Condicions

3.17.1 I!!{.I.lﬂﬂ.l!!*_ll - The box shall opecate propetly under the
folloving ambient conditions: Tempecatures of sinus sixty-five (68)°F
to plus one-hundred tocty (140)°F: relative huamidities of 2ero (0) to
ninety-efght (98) percent (limited by 4 thicty-five (35}*F dewpoint
tempecature): full solar radiation: snow and freezing rain: heavy
rainstotas duting which the ralin strikes the box at any angle froam zero
{0)* to ninety (90)° degrees: wvind velocities up to one-hundrzed (100)
ailes pez houg: and water and slush thrown upwatds by vehicles.

1.18 Paskaging

3.18.1 Type I and Type Il - The box shall be shipped fully aseembled
except that the foliowing pacts may be removed if necessaty to protect
them from damage: Pretruding portions, such as door latching hatdware,
mounting adaptets, and mounting posts ot stands. Sufficient vrapping.
padding, bloeking and bracing shall be used to prevent damage to the
box during shipment. The packaged box. adapters and scceassories aust
be capable of being drzopped from a height of 3 feet six times (striking
once on sach of the ¢ faces of the carton) without damage to the box,
adapters of accessorties.

1.19 Arxproval Reguicements

3.19.1 Type 1 and Tvpe 1] - To secure appcoval of a box. the
following must be subpmjitted:

1. WNot less than two comsplete boxes of each style made of
the exact materials, consttuction, coatings, palnt, ete., to be
identical in every way with the boxes intended to be macxsted. (The
boxes Bay be damaged during testing.)

2. A sample or description of the macking tequiced bY
Pacagcaph 1.7,

181



Title 410 - NEBRASKA DEPARTMENT OF ROADS - RIGHT OF WAY DIVISION

Chapter 7 - The Accommodation of Mailboxes and Newspaper Delivery Boxes and Support Posts on Highway
Rights-of-Way {Continued)

EXHIBIT 2
3. A copy ot the inaccuctions cequired by Pazagraph 3.11l.

a 4. Color samples ibovlnq all color schemes expected to be
15ed.

S. Boxes must be subpitted in the packaging proposed for
shipping them.

Weitten notificatlon of approval or disapproval, iacluding ressons for
disapproval, will be lusued. All boxes submitted will be ceturned.
including those damaged during testing. unless the USPS is authorized
in wetiting to. cetaln theam. _
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